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Lighting

NELED4205

COB IP67 in-ground light

Honeycomb_louver verison

(NELED4205(R)L)
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25° DC24V  110-240V 67
APPLICATIONS OPTIONS CONSTRUCTION
- Qutdoor decorative lighting - Driver: Choice of separate DC 24V IP65 - Die-cast aluminium housing
- Paths driver (separate driver not included) - 316 brushed stainless steel bezel
- Squares and parks - Connector: Choice of two types of IP67 - Tempered glass cover 8mm thick
connector, straight (type ) or T (type T) - PVC mounting sleeve
TECHNICAL DETAILS - Cover: Choice of tempered glass cover - LED driver included with 110-240V
- CREE LEDs or honeycomb louver versions only
- Rated life: 30,000 hours Pos - Weight limit: 917kg on area @10mm,

2000kg on area @30mm, 2000kg
on area ¥60mm

- Complete with a IP67 cable gland, and
pre-wired with 2x1.00mm’ HO5RN wire
(DC24V) or 3x1.00mm?’ HO5RN wire
(110-240V)
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NLED-DV110* Woter proof comeor type | Woter proof comnector fype T Honeycomb_louver

NELED4205/R

Illuminance at a Distance

Center Beam LUX. Beam Width
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184,54 LUX 09m 0.9m
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738 LUX. 45m 45m
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Vert Spread:25.6 Horiz Spread 25.5
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Model LED Chip Watts Colour temp. Lumens CRI c
NELED4205 Ix6WCOB 6.5W 3000K 529 Im >80 g
NELED4205 Ix6WCOB 6.5W 3000K 529 Im >80 -
NELED4205R X6 WCOB 6.5W 3000K 529 Im >80 € €
NELED4205R Ix6WCOB 6.5W 3000K 529 Im >80 ]E ] S

Srcamonas S
CNIO2 2pin type | IP67 connector CNTO2 2pin type T IP67 connector NLED-DV110* (see page 127) NELED4205 NELED4205SR

CNIO3 3pin type | IP67 connector CNTO3 3pin type T IP67 connector ’M

CNIO4 4pin type | IP67 connector CNTO4 4pin type T IP67 connector

CNIOS5 5pin type | IP67 connector CNTOS 5pin type T IP67 connector

150mm

d74mm




